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Stencil Frames

We hold stock of high quality aluminium frames for
solder paste printing. These are available mounted with
nylon mesh or steel mesh, both can be supplied pre-

mounted and pre-tensioned, or pre-meshed without foil.

We offer a consistent product that has been through
rigorous internal and external testing and is proven in
the market.

Foils available*

e Datum PhD 304 Stainless Steel
e Datum FG (Fine Grain) 304 Stainless Steel

*See see individual product sheets for further information on foil
properties

Frame Construction

o QOurstandard, space saver, Panasonic and high
tension frames use lightweight, age-hardened
aluminium

e Our poly mesh for standard tension mounting is
120-150 pum thread. Our stainless steel mesh for
high tension mounting is 85 um multicore “thread”
with 120 threads/cm.

« We ensure the robustness of our epoxy bond
strength by regularly testing it with extended
ultrasonic cleaning cycles at elevated temperatures,
using commercial chemistries. Reports are available
upon request.

e Available colours are silver or green. Green is often
used as a visual indicator of a lead-free soldering
process. Our green frames are anodized, and unlike
powder coatings or paints, cannot be attacked
by cleaning chemistries and will not contaminate
cleaning baths.
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Frame Specifications

Aluminium Grade Alloy of 6061 and 6063

Wall Thickness 2mm, 3.2mm

Flatness Tolerance +1mm
Finish Polished exterior surfaces
Bonding Araldite 2014 grey epoxy on

foil to mesh bond

Sizes Available 29%x29, 23x23/20x20,
12x17, 15x15, 12x12,
10x10, 8x10, Panasonic, LED

Large format™

Size Tolerance +1mm

*Regular and Space Savers. Other sizes available on request.

Mesh Specifications

Mesh 24-29T

Tension 30N/cm minimum
Thread Count +1mm

Thread Diameter 120-150um
Open Area 41%
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e Standard Frames

e High Tension Frames

e Panasonic Frames

e Space Saver Frames

e Datum Equivalent Cast (DEC) Frames
e LED Frames
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